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NOTES:   :   1. PIPING CONFIGURATION TO BE USED ON ALL DROPS OVER 20 INCHES. PIPING CONFIGURATION TO BE USED ON ALL DROPS OVER 20 INCHES. 2. DROPS TO BE CONSTRUCTED OF SCHEDULE 80 PVC PIPE. DROPS TO BE CONSTRUCTED OF SCHEDULE 80 PVC PIPE. 3. SERVICE LINE MAY NOT ENTER MANHOLE THROUGH CONE SECTION OR SERVICE LINE MAY NOT ENTER MANHOLE THROUGH CONE SECTION OR ANY JOINT. 4. THIS DETAIL SHALL NOT BE USED FOR FORCE MAINS THIS DETAIL SHALL NOT BE USED FOR FORCE MAINS 5. ALL MANHOLE CONNECTIONS SHALL BE CORED. ALL MANHOLE CONNECTIONS SHALL BE CORED. 6. USE 1/2 INCH DIAMETER EXPANSION TYPE STAINLESS STEEL CINCH BOLTS WITH STAINLESS STEEL WASHERS AND NUTS TO ATTACH STRAPS. 7. MINIMUM OF TWO STRAPS REQUIRED.
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S.S. STRAPS 3-FT MAX. ON CENTER, STARTING AT THE TEE AND ENDING AT THE 90° BEND.(SEE STRAP DETAIL, THIS SHEET)
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1/8" THICK, STAINLESS STEEL STRAP
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